PRO CHASSIS FOLDING
STOCK ADAPTER




Daniel Defense®
PRO CHASSIS FOLDING STOCK ADAPTER
MFG# 21-163-11099

UNLOAD FIREARM BEFORE PROCEEDING! PLACE FIREARM ON SAFE, REMOVE MAGAZINE AND CYCLE BOLT TO REMOVE ANY
ROUND FROM THE CHAMBER. VISUALLY INSPECT CHAMBER TO MAKE SURE IT IS EMPTY BEFORE PROCEEDING. FAILURE TO
DO SO MAY LEAD TO SERIOUS INJURY OR DEATH.

Installation:

1. Make sure the firearm is on SAFE and the chamber is empty.

2. Remove the bolt to make for easier installation (optional).

3. Using the supplied 5/32" Allen wrench, remove the two bolts and washers on the fixed stock block, which connects the buttstock to the
chassis. Set bolts and washer aside; they will not be needed for adapter installation.

4. Position the folding stock adapter so that the stock folds to the left side of the rifle. The large diameter of the pin should be facing up.

Note: Washers will not be used with adapter installation.

5. Using supplied Loctite on the new bolts, apply a dab to one of the bolts; insert and attach the adapter to the chassis and torque to 65 in/Ibs.
6. Stage the buttstock to the rifle’s left side, apply Loctite to the other bolt, insert and torque to

65 in/lbs.

Lift up on and rotate the buttstock to ensure it locks into place.
8. Near the adapter on the side of the buttstock, lift up and rotate the stock to the folded position to ensure proper function.



