
MICRO MOUNT
ROCK & LOCK®



Daniel Defense®  
MICRO MOUNT 

Absolute Co-Witness & Lower ⅓ Co-Witness 
MFG# 03-045-18025 

 
UNLOAD FIREARM BEFORE PROCEEDING! PLACE FIREARM ON SAFE, REMOVE MAGAZINE AND CYCLE BOLT TO REMOVE ANY 
ROUND FROM THE CHAMBER. VISUALLY INSPECT CHAMBER TO MAKE SURE IT IS EMPTY BEFORE PROCEEDING. FAILURE TO 
DO SO MAY LEAD TO SERIOUS INJURY OR DEATH. 
 
 
       Installation: 
 

1. Remove the four (4) factory screws from the underside of the optic using the 2mm hex key provided with your Micro Mount 
2. Remove the factory base. 
3. For Absolute Co-Witness, place the body of the optic directly onto the Daniel Defense® Micro Mount, or for Lower ⅓ Co-Witness, place optic 

onto the included spacer. 
4. Using the supplied 2mm hex key and Loctite Threadlocker, secure the optic to the Daniel Defense® Micro Mount. 

a. Absolute Co-Witness: Use the short screws (M3 x 0.5mm x 4mm) to attach directly to the mount. 
(for Aimpoint T2, use M3 x 0.5 x 6mm & 3mm lock washer) 

b. Lower 1.3 Co-Witness: Use longer screws (M3 x 0.5mm x 10mm) to attach the mount with Spacer in between the optic and mount. 
5. Loosen the slotted cross bolts a few turns, then “Rock & Lock” the mount onto your flat-top upper receiver in the desired location.  
6. Tighten the slotted mounting screws, and you’re done. 


