
MUZZLE BRAKE



Daniel Defense® 
MUZZLE BREAK 

 
CAUTION: UNLOAD FIREARM BEFORE PROCEEDING! PLACE FIREARM ON SAFE, REMOVE MAGAZINE AND CYCLE BOLT TO 
REMOVE ANY ROUND FROM THE CHAMBER. VISUALLY INSPECT CHAMBER TO MAKE SURE IT IS EMPTY BEFORE 
PROCEEDING. FAILURE TO DO SO MAY LEAD TO SERIOUS INJURY OR DEATH. 
 
CAUTION: ONLY USE SPACERS AND SHIMS SUPPLIED BY DANIEL DEFENSE! INSTALLING ANY COMPONENTS NOT SUPPLIED 
BY DANIEL DEFENSE (CRUSH WASHER/SHIM) COMPROMISES THE SUPPRESSOR ADAPTER ALIGNMENT TO THE HOST 
WEAPON BORE. MISALIGNMENT OF THE SUPPRESSOR ADAPTER MAY LEAD TO DAMAGE OR CATASTROPHIC FAILURE OF 
THE SUPPRESSOR SYSTEM! 
 
 
       CLEANING PROCEDURES: 
 

1. Use a stiff bristle brush to remove debris from the barrel threads. 
2. Wipe remaining residue/debris from the barrel threads with a clean cloth.  
3. Use a clean cotton swab and a degreasing solution (acetone or alcohol is recommended) to remove residue/debris from the muzzle device 

threads.  
 
    ADAPTER TIMING: 
 

1. Install beveled side of Daniel Defense alignment to washer onto host weapon in the direction toward the barrel shoulder. Beveled side of 
spacer should face the barrel shoulder 

2. Using supplied shims, add/remove shims as needed to time muzzle device where the threads end and begin at the 10pm position. Orientation 
perspective is from behind the rifle in the shooting position. If timed properly, the DD WAVE logo will appear on the left side of the suppressor 
once installed.  



3. Install and hand tighten muzzle device until snug. 
4. Insert combination tool that is attached to a torque wrench into wrench flats on the muzzle device. Wrench flats are ¾” in width. 
5. Use a torque wrench set at 20-30 ft. lbs. And combination/crow’s-foot wrench (armorers tool) to tighten suppressor adapter onto host 

weapon. Do not torque suppressor adapter beyond 30 ft. lbs. You may need to remove the muzzle device correctly. 
6. Verify wrench flats are positioned top and bottom dead center for optimal installation.  
7. Remove adapter for next steps 

 
       PREPARATORY PROCEDURES: 
 

1. Apply supplied Rocksett to the barrel threads 
2. Repeat steps 3-6 on Adapter Timing section 

 
NOTE: DO NOT APPLY ROCKSETT TO THE SUPPLIED SPACER. DO NOT ALLOW ROCKSETT TO ENTER BORE OF HOST WEAPON. 


